
Fig. 1:  55581 (Version 1)

Fig. 2:  55581 (Version 2)

Fig. 3: 55581 (reverse side)

INFORMATION
This also applies to the repair kits: 5558170, 55581701 
and 55581702.
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bHMOTOR | CHASSIS | SERVICE       EXCELLENCE IN PC PARTS

APPLIES TO ENGINES:

1.5 dCi, 1.5 DDiS

IMPORTANT NOTE: 
Despite the different versions, the tensioning pulley can be used on all 

the vehicles listed in the catalogue.

DIFFERENT VERSIONS OF THE

TENSIONING PULLEY 55581
TECHNICAL INFO NO. 1011

APPLIES TO MAKE/MODEL:

Dacia Logan

Nissan Almera II, Kubistar, Micra, Note, Qashqai, Tiida

Renault Clio II, Clio III, Kangoo, Laguna III, Mégane II,  Modus

Scénic II, Grand Scénic, Thalia, Twingo

Suzuki Jimny

APPLIES TO PART NO.:

Ruville ref. OE ref. Manufacturer

55581 82 00 585 574 Dacia/Renault

82 00 102 941 Dacia/Renault

13070-BN700 Nissan

The three images show the tensioning pulley 55581 in two different versions.
The major differences are the seals of the ball bearing, the base plate and the
eccentric. All versions are supplied with the same screw and can be mounted in 
accordance with the vehicle manufacturers’ specifications.


